
W
IR

E
L
E

S
S
 S

E
R

IA
L
 M

O
D

E
M

 2
.4

 G
H

Z
 B

A
N

D
 -

 E
U

R
O

P
E

SRM6100/EU

APPLICATIONS

WIRELESS SERIAL MODEM - 2.4 GHZ  BAND 

Ā Licence-free wirelessðoperates in the 
2.4 - 2.4835 GHz ISM (industrial/scientiý c

  medical) band
Ā Industrial proven performance for secure 

wireless plant networking, material handling 
and SCADA ap pli ca tions 

Ā Employs Smart SpectrumÊ frequency hop-
ping technology for exceptional data in teg -
ri tyðespecially in high noise en vi ron ments

Ā Excellent receiver sensitivity for su pe ri or 
range performance

Ā Rated range up to 11.3 km (7 miles) 
line-of-sight required

Ā Built-in Repeater mode to extend range and
work around obstructions

Ā Coný gurable for Master, Remote and 
Re peat er operation

Ā Factory or ý eld coný guration for 
easy installation

Ā Built-in diagnostics for quick in stal la tion 
and troubleshooting

Ā Designed for extreme environments 
- 400 to +750 C operating temperature

Ā Conforms to European Union safety and 
emission requirements

Ā Designed for compliance with European Union 
CE mark and ETSI certiý cations

FEATURES

Ā Cost-effective alternative to factory þ oor 
cable installation

Ā Communications to mobile equipment (automatic 
guide vehicles, conveyor systems, transfer cars, over-
head cranes, warehouse automation, etc.)

Ā Eliminates trenching to pump stations, storage 
tanks, pipelines, sub-stations and control rooms for 
SCADA com mu ni ca tions

Ā Communications over bodies of water, highways and 
other obstacles

Data-Linc Groupôs wire less, licence-free SRM6100/EU 
Serial Modem offers superior re li abil i ty, versatility and 
per for mance for industrial wire less serial trans mis sion. 
Designed to meet Eu ro pe an CE Mark and ETSI RF reg u -
la tions, the SRM6100/EU combines ad vanced fre quen cy 
hopping tech nol o gy and a highly sen si tive RF receiver to 
maximize trans mis sion range and in dus tri al performance.

The SRM6100/EU employs Smart SpectrumÊ fre quen cy 
hopping spread spectrum (FHSS) tech nol o gy in the 2.4 
- 2.4835 GHz frequency band for secure, robust com mu -
ni ca tion. Data-Linc Groupôs FHSS technology, coupled 
with 32-bit CRC error de tec tion, enables the SRM6100/
EU to reliably deliver critical information.  

The SRM6100/EU has a rated range of 11.3 km (7 
miles), and the built-in Re peat er mode may be used to 
extend range or work around obstructions.  For multi-
point ap pli ca tions, one Master can com mu ni cate to an 
unlimited number of Remotes when a polled pro to col 
such as DF1, Modbus or DNP is used. 

The SRM6100/EU is easily ý eld coný gurable and in-
cludes built-in diagnostics to evaluate RF signal quality 
during installation and operation.  (Data-Linc Groupôs 
LincViewÊ Diagnostic Software, an op tion al RF net-
work diagnostics management tool for stand-alone SRM 
modems, offers system network mon i tor ing and main te -
nance from Master locations.)  Ad di tion al ly, Data-Linc can  
pre-con ý g ure the mo dems and pro vide cor rect ly pinned 
serial cables for even easier in stal la tion.  

The SRM6100/EU is designed for extreme en vi ron ments.  
It is rated for extended tem per a ture op er a tion (-40Á to 
+75Á C) and may be powered from a 230 VAC adaptor or 
10 to 28 VDC voltage sources.




