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SRM6310E/EU
WIRELESS ETHERNET MODEM - 2.4 GHZ BAND 

Data-Linc Groupôs wireless, licence-free 
SRM6310E/EU Wireless Ethernet Modem offers 
superior reliability, versatility and performance 
for Ethernet trans mis sion. Designed to meet 
Eu ro pe an CE Mark and ETSI RF regulations, the 
SRM6310E/EU com bines advanced frequency 
hop ping tech nol o gy and a highly sensitive RF re-
ceiver to max i mize trans mis sion range and indus-
trial performance for a broad array of ap pli ca tions, 
even those where hazardous en vi ron ments require 
Class 1 Div 2.

The SRM6310E/EU employs Smart SpectrumÊ 
frequency hopping spread spectrum (FHSS) 
technology in the 2.4-2.4835 GHz frequency 
band for secure, robust communication. (Data-
Linc Groupôs LincViewÊ Diagnostic Software, 
an op tion al RF network diagnostics management 
tool for stand-alone SRM modems, offers system 
network mon i tor ing and main te nance from Master 
locations.) Data-Linc Groupôs FHSS technology, 
coupled with 32-bit CRC error detection, 
enables the SRM6310E/EU to reliably deliver 
critical information.   

The SRM6310E/EU has a rated range of 8 km (5 
miles) with unobstructed line-of-sight. The built-in 
Re peat er mode may be used to extend range or 
work around ob struc tions.  The modem functions 
as a wireless Ethernet bridge and is transparent to 
all Ethernet protocols (TCP/IP, UDP, etc.).

The SRM6310E/EU is easily ý eld coný gurable and 
includes built-in di ag nos tics to evaluate RF signal 
quality dur ing installation and operation.  
Additionally, Data-Linc can often pre-coný gure the 
modems for even easier installation.

Å Conforms to European Union safety and 
emission requirements

Å Class 1 Div 2 certiý de

Å Rated range up to 8 km (5 miles) line-of-sight, 
farther with Repeaters

Å Built-in Repeater mode to extend range and 
work around obstructions

Å Designed for extreme environments 
(- 400 to +750 C operating temperature)

Å Built-in diagnostics for quick installation 
and troubleshooting; optional LincView RF 
network diagnostic software

Å Licence-free and wirelessðoperates in the 
2.4-2.4835 GHz ISM (industrial/scientiý c/
medical) band

Å Industrial proven performance for secure 
wireless Ethernet plant networking, material 
handling and SCADA systems

Å Wireless bridging technique transparently 
supports TCP/IP, UDP and other Ethernet 
protocols

Å Employs Smart SpectrumÊ frequency 
hopping tech nol o gy for exceptional data 
integrityðincluding high interference 
environments

Å Excellent receiver sensitivity for superior 
range performance 

Å Factory or ý eld coný guration for 
easy installation

FEATURES

The SRM6310E/EU is designed for ex treme 
environments.  It is rated for ex tend ed 
temperature operation (-400 to +750 C) and may be 
powered from a 230 VAC adaptor or 10 to 28 VDC 
volt age sources.




